
HIGH TEMPERATURE
 Size 400ml

Environmentally sound
The products supplied by ProXL are 100% free of 
heavy metals and the caps and packaging are made 
of recyclable material.

Disposal
Completely emptied cans should be put in recycling 
skips or appropriate container. Cans which are not 
empty should be disposed off as special refuse.

This application and technical information is given to 
the best of our knowledge. The notes mentioned 
herein
are, however, non-binding and do not exempt you 
from
own tests to see whether the products supplied by 
us are suitable for your special application. The use 
and processing is beyond our control and therefore 
exclusively is the responsibility of the user.

Products Characteristics
• High temperature resistance -

Black, White, Silver and Clear 800°c; Red 300°c
• Good coverage and filling properties
• Excellent adhesion
• Good spray quality
• Fast drying times
• Weatherproof

Product Type Silicone Resin

Coverage 1.2—1.75m² per 400ml

Drying times Dust Free 5 - 10 minutes
Touch Dry 10 - 25 minutes
Temp resistant after 1 hour cured at a
temperature of 160°C

The drying time depends on temperature, humidity and the
thickness of the applied coat.

Physical and chemical

T h e  in fo rm a tio n  co n ta in e d  in  th is Te ch n ica l D a ta  S h e e t is co rre ct to  th e  b e st o f A lp h a  C o a tin g s L im ite d  tra d in g  a s C a p e lla  S o lu tio n s G ro u p ’s (“C a p e lla ”) kn o wle d g e , h o we ve r, yo u  m u st sa tisfy yo u rse lve s th a t th e  G o o d s a re  su ita b le  fo r yo u r n e e d s b y
wa y o f yo u r in d e p e n d e n t te stin g  o r o th e r p ro ce sse s. C a p e lla  m a ke s n o  wa rra n ty, re p re se n ta tio n , o r g u a ra n te e  re g a rd in g  th e  in fo rm a tio n  co n ta in e d  in  th e  Te ch n ica l D a ta  S h e e t o r th e  su ita b ility o f its p ro d u cts a n d  se rvice s fo r a n y p a rticu la r p u rp o se ,
n o r d o e s C a p e lla  a ssu m e  lia b ility a risin g  o u t o f th e  a p p lica tio n  o r u se  o f th e  G o o d s o th e r th a n  a n y lia b ility wh ich  ca n n o t b e  lim ite d  b y la w in clu d in g  b u t n o t lim ite d  to  lia b ility fo r:(a ) d e a th  o r p e rso n a l in ju ry ca u se d  b y n e g lig e n ce ;(b ) fra u d  o r fra u d u le n t
m isre p re se n ta tio n ; a n d  (c) b re a ch  o f th e  te rm s im p lie d  b y se ctio n  12 o f th e  S a le s o f G o o d s A ct 1979, in  su ch  circu m sta n ce s C a p e lla ’s to ta l lia b ility sh a ll n o t e xce e d  th e  co st o f th e  G o o d s. C a p e lla ’s to ta l lia b ility in clu d e s lia b ility in  co n tra ct, to rt, n e g lig e n ce ,
b re a ch  o f sta tu to ry d u ty, o r o th e rwise . It is th e  C u sto m e r’s re sp o n sib ility to  e n su re  th at th e  gu id a n ce  o n  th e  Te ch n ica l D a ta  S h e e t is fo llo we d .V
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Suitable substrates
• Steel
• Stainless steel
• Cast iron
• Aluminium

Surface Preparation
• De-rust, abrade and clean surfaces prior to coating
• The surface must be free from all contamination

including rust, grease and moisture.
• Apply directly to substrate, do not use a primer




