
Product Characteristics

Preparation and Application

Properties
Synthetic resins with Rubbers
Black,Grey and White

Product Type 
Colour 
Drying times @ 20C Dust free 30mins

Fully dry 24 hours
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.The information contained in this Technical Data Sheet is correct to the best of Alpha Coatings Limited trading as Capella Solutions Group’s (“Capella”)
knowledge, however, you must satisfy yourselves that the Goods are suitable for your needs by way of your independent testing or other processes. Capella
makes no warranty, representation, or guarantee regarding the information contained in the Technical Data Sheet or the suitability of its products and
services for any particular purpose, nor does Capella assume liability arising out of the application or use of the Goods other than any liability which cannot
be limited by law including but not limited to liability for:(a) death or personal injury caused by negligence;(b) fraud or fraudulent misrepresentation; and (c)
breach of the terms implied by section 12 of the Sales of Goods Act 1979, in such circumstances Capella’s total liability shall not exceed the cost of the
Goods. Capella’s total liability includes liability in contract, tort, negligence, breach of statutory duty, or otherwise. It is the Customer’s responsibility to
ensure that the guidance on the Technical Data Sheet is followed.

● A tough closed, elastic and structured coating.

● Excellent rust and chip protection.

● Sound dampening properties reduces road noise.

● Quick drying.

● Good adhesion to a wide range of substrates especially car
underbody.

● Can be over-painted with all paint systems.

.
Surface must be dry and clean, free from dirt, rust, grease etc.
Spray or brush an even layer on the object or surface to be coated.
Recommended thickness = approximately 0,5 mm at application. Apply at least 2 coats.
Before over-painting allow the coating to fully dry.
For high corrosion protection, bare metal should be treated with an anti-corrosion primer first.

VOC DATA: 2004/42/IIB(e)(840)830 The EU limit value for this product (product category: IIB.e) in ready to use form is max 840 g/litre of VOC. 
The VOC content of this product in ready to use form is max 830/g/l

DISCLAIMER OF LIABILITY

Stir before use.


